
/ DMTABT324FI
Earthing and short-circuit equipment for overhead lines

/ Standards

Product : IEC61230

/ Use

The earth and short-circuit device DMTABT324FI
is designed for bare MV overhead lines with 3 cables.
Possibility to install the earth clamp on the earth cable or on the earth rod.
Clamps BT324 from the device are spring clips allowing its automatic clamping on the conductor.
The body and the mobile jaw are made of aluminum alloy.
Each clamps is fixed on an insulating stick made of foamfilled tubes IEC 60855-1. This set can be 
installed and removed from the pylon on the conductor.

/ Technical specifications

Product :
• Spring-loaded clamps for conductor diameters 3 to 32mm.
• Maximal short-circuit curent : 6,7 kA/1s.
The device included :
• 3 clamps BT324, connected by 2 short-circuit aluminum cables silicone insulated, cross-section 
50mm², length 1,5m, and 1 earth cooper cable silicone insulated (cross-section 16mm², length 4m) 
equipped with the DF16 connector.
• 3 insulating IEC 60855-1 sticks Ø26mm, lg 1,6m, where the clamps are fixed.
• 1 earth clamp NB8 and the DM16 connector with cooper cable silicone insulated ( cross-section 
16mm², length 0,3m)
• 1 earth clamp NB8 for hexagonal or cylindrical earth rod with earth cooper cable silicone insulated
(cross-section 16mm², length 12m), and equipped with the DM16 connector.
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Alu cable 
50mm² 1,5m

Cooper cable 
16mm² 4m

Cooper cable 
16mm² 12m

50mm2 1,95m

Alu cable



Reference Description Weight (kg)

DMTABT324FI Earthing and short-circuit equipment for overhead lines 14

/ Specification

Contact us for other colors, front and/or side marking.
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/ Technical specifications

Product :
• 1 hexagonal earth rod, ref.701M, length 1m.
• 1 hammer M135NER 1250G.

The set is delivered in :
• 1 bag HMALT containing the cable and the hammer.
• 1 bag H2P180H containing the sticks and the earth rod. 

Dimensions :
• Bag HMALT 0,600 x 0,250 x 0,200 m
• Bag H2P180H with the sticks : 1,8m x 0,12 x 0,12m
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